
■Multi-stage Modules
Height

Th=27℃ Th=50℃ Th=70℃ Th=27℃ Th=50℃ Th=70℃ Th=27℃ Th=50℃ Th=70℃ W1 (mm) L1(mm) W2 (mm) L2(mm) H(mm) Nil Cu-Ni-Au 

K4MA010 4.6 14.6 16.3 17.9 129 145 160 6.2 6.9 7.4 8.5 13.0 19.25 20.75 8.2 0.5 Aluminumnitride(AlN) ○

K5MA004 4.6 14.7 16.5 18.0 141 159 174 2.8 3.1 3.4 6.6 11.0 19.25 20.75 10.3 0.6 Aluminumnitride(AlN) ○

K3MC011 5.0 7.4 8.3 9.1 117 132 145 6.5 7.2 7.7 8.5 13.0 21.5 28.0 7.3 0.4 Aluminumnitride(AlN) ○

K4MC005 4.6 7.1 7.9 8.7 129 146 161 3.1 3.4 3.7 6.6 11.0 21.5 28.0 9.4 0.5 Aluminumnitride(AlN) ○

K2M006 2.6 0.9 1.0 1.1 92 105 118 0.8 0.9 0.9 4.05 4.05 4.05 4.05 3.0 0.2 Alumina(Al2O3 ) ○

K2M030 2.6 4.1 4.6 5.1 92 105 115 3.6 3.9 4.0 8.05 8.05 8.05 8.05 3.0 0.2 Alumina(Al2O3 ) ○

K2M034 2.6 4.5 5.1 5.7 92 105 115 4.2 4.5 4.7 6.05 12.05 6.05 12.05 3.0 0.2 Alumina(Al2O3 ) ○

K3M-002 1.6 2.1 2.4 2.6 121 136 150 0.4 0.4 0.5 3.0 3.0 6.0 6.0 4.3 0.3 Alumina(Al2O3 ) ○

Vmax(volts) ΔTmax(℃）
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Ceramic
material

MetallizationQcmax(watts) Top ceramics Bottom ceramics Height
tolerance
(±mm）

◎Inquary
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